
CORDLESS STUD FUSION 
(CSF) STARTER KIT

Øglænd System AS

Bestill via email: ordre@oglaend-system.com    Tlf.: +47 51 78 81 00     www.oglaend-system.com

Bestillingsnr.: 125460

Revolusjonerende og batteridrevet boltesveismaskin for enkel og rask installasjon av 
boltefester på stål.
• Software programmerte sveiseparameter og rengjøringsteknikk for garantert lastekapasitet.

• Kan også brukes på malte overflater uten å ødelegge maling.

• Korrosjonsmotstand opp til korrosjonsklasse C5 marine ved bruk av pakning-skive.

Kurs for fem brukere er inkludert i pakkepris.

Starter kit FX 3-KIT

Battery pack 
B 22/3.0 Li-ion

Cordless drill driver 
SF 8AM-A22

Battery charger C 53 
220V-240V 50/60 Hz

Cordless stud fusion 
unit FX 3-A

Gas can GC FX 3

Surfacing tool pre-
paint FX 3-ST d14

Surfacing tool post-
paint FX 3-ST d20

Battery charger 
C 4/36-90 230V

125.000,-
eks. mva.

Pris for 01.07.2023 - 31.12.2023



Bestillingsnr.: 125460Produktoversikt

125.000,-
eks. mva.

Bestill via email:
ordre@oglaend-system.com

Pris for 01.07.2023 - 31.12.2023

# Produktnavn
Artikkel
nummer

Antall

1

Starter kit FX 3-KIT

Including:
• CSF hand tool (w/ support leg)
• Ground cable
• Magnetic ground clamp
• Sealing washer setting tool (incl. adaptors)
• Torque tool & Stud holder change tool
• Stud holder mix 
• Black cloth

2293907 1 STK

2 Cordless stud fusion unit FX 3-A 2270477 1 STK

3 Gas can GC FX 3 2241926 2 STK

4 Surfacing tool post-paint FX 3-ST d20 2270512 2 STK

5 Surfacing tool pre-paint FX 3-ST d14 2270514 2 STK

6 Battery charger C 53 220V-240V 50/60 Hz 2270519 1 STK

7 Cordless drill driver SF 8AM-A22 2061285 1 STK

8 Battery pack B 22/3.0 Li-ion 2136423 1 STK

9 Battery charger C 4/36-90 230V 2034530 1 STK



F Technology: Fusion

BT Blunt Tip

M Indication of application:
Multipurpose fastening, 

R Indication of material and corrosion resistance:
R = Rustfri (A5 grade Stainless Steel)

M6, M8, 
M10, M12

Thread type and size

25, 50 Thread length in mm

SN Washer type:
SN = Stainless steel Neoprene

(4), (6), 
(8), (10)

Minimum base material thickness

HVORDAN LESE TYPEBESKRIVELSEN

Stud type
Base 

material
Artikkel 
nummer

Produktnavn / 
typebeskrivelse

Gjenge-
diameter

Minimum 
tykkelse base 

material
Lengde

Minimum 
bestillings 

antall

Gass 
forbruk 

per pakke

Gjengebolt i 
rustfritt stål 
inkl. skive

Belagt med 
coating

2293829
Threaded stud F-BT-MR 
M6x25 SN (6)

M6 6 mm 25 mm 200 stk. 2 stk.

2293860
Threaded stud F-BT-MR 
M8x25 SN (8)

M8 8 mm 25 mm 200 stk. 2 stk.

2293861
Threaded stud F-BT-MR 
M10x25 SN (10)

M10 10 mm 25 mm 200 stk. 2 stk.

2293862
Threaded stud F-BT-MR 
M10x50 SN (10)

M10 10 mm 50 mm 100 stk. 1 stk.

2293863
Threaded stud F-BT-MR 
M12x25 SN (10)

M12 10 mm 25 mm 100 stk. 1 stk.

2293864
Threaded stud F-BT-MR 
M12x50 SN (10)

M12 10 mm 50 mm 100 stk. 1 stk.

Belagt med 
coating og 
tynt base 
material

2346394
Threaded stud F-BT-MR 
M6x25 SN (4)

M6 4 mm 25 mm 200 stk. 2 stk.

2293865
Threaded stud F-BT-MR 
M8x25 SN (4)

M8 4 mm 25 mm 200 stk. 2 stk.

Gjengebolt i 
rustfritt stål 
(uten skive).

Ingen 
coating

2293866
Threaded stud F-BT-MR 
M6x25 (6)

M6 6 mm 25 mm 1500 stk. 15 stk.

2293867
Threaded stud F-BT-MR 
M8x25 (8)

M8 8 mm 25 mm 1000 stk. 10 stk.

2293868
Threaded stud F-BT-MR 
M10x25 (10)

M10 10 mm 25 mm 1000 stk. 10 stk.

2293869
Threaded stud F-BT-MR 
M10x50 (10)

M10 10 mm 50 mm 600 stk. 6 stk.

2293870
Threaded stud F-BT-MR 
M12x25 (10)

M12 10 mm 25 mm 600 stk. 6 stk.

2293871
Threaded stud F-BT-MR 
M12x50 (10)

M12 10 mm 50 mm 400 stk. 4 stk.

2241926 Gas can HC FX 3
Husk ekstra gass. Det følger med 2 gassflasker i 

CSF starter kit. Se tabell for gass forbruk.

F-BT Gjengebolt Oversikt

F-BT gjengebolter er ikke 
inkludert i CSF starter kit og 
må bestilles separat.


