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Riser slots
The RZE-R side rails feature a hole 
pattern, which allows the ladder to be 
partially cut, then bent to create vertical 
risers. The cuts can then be welded in 
place if necessary.

RZE-R Cable Ladder System

Sideways adjustment
Place the ladder upright on a pallet, then 
line up the hole to the edge of the pallet. 
Simply step and press down on the side 
rail to adjust sideways. This technique is 
useful for avoiding obstacles like pipes.

RZE-R Flat Elbow 90°

Type Description SS HDG AL

RZE-R FE-90-100 1300948 1372067 108047

RZE-R FE-90-150 1300949 1372068 108048

RZE-R FE-90-200 1300950 1372069 108049

RZE-R FE-90-300 1300951 1372070 108051

RZE-R FE-90-400 1300952 1372071 108053

RZE-R FE-90-500 1300953 1372073 108055

RZE-R FE-90-600 1300954 1372074 108056

NB! Only available upon request.

90° Flat Elbow for the RZE-R Cable Ladder System. 
Radius = 200 mm.

RZE-R Cable Ladder

Type Description SS HDG AL

RZE-R CL-100 1300941 85923 108020

RZE-R CL-150 1300942 85924 108021

RZE-R CL-200 1300943 85925 108022

RZE-R CL-300 1300944 85926 108024

RZE-R CL-400 1300945 85927 108026

RZE-R CL-500 1300946 85929 108028

RZE-R CL-600 1300947 85930 108029

Flexible Cable Ladder with Z-profiled and slotted rungs. 
The ladder features perforation on the siderails to easily
change direction vertically or sideways. Length = 3 m.

Splice Connector

Type Description SS HDG AL

RZE SC-40-P 82873 85516 87372

Fastener(s) included.

Two Splice Connectors required for each connection.

Socket Plate

Type Description SS ZM AL

A-RZE SO-40 91683* 81877* 87028

Fastener(s) included. *Fastener(s) not included.

Can be easily formed to a 90° angle.

Edge Protector

Type Description CS

A-RZE EP 84636

To protect cables from sharp edges. 50 m spool.

Hinge Vertical

Type Description SS HDG AL

RZE HV 85490 81575 N/A

Fastener(s) included.

Two hinges required for each connection. 
Can be adjusted in 4° steps.

Type Description SS HDG AL

RZE FC-40 86876 1372099 87027

RZE FC-CH-30/40 85503* 1372098 N/A

Fastener(s) included. *Fastener(s) not included.

Fixing Clamp
Fixing Clamps for clamping on the siderail of the cable ladder.

Tee- and Cross-Bracket

Type Description SS HDG AL

RZE-P TE-PA 87973 87972 86883

Fastener(s) included.

Bracket for forming Tee- and Cross-Pieces.

Exit Plate

Type Description SS ZM AL

A-RZE EX 83598 84290 N/A

Exit Plate for RZE Cable Ladders. Easy to place 
on the cable ladder rail, no fasteners needed.
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Type Description SS ZM AL

A-RZE LB -Glamox 85618 N/A N/A

A-RZE LB-Ceag 83599 N/A N/A

Fastener(s) included.

Light Fitting Support
Brackets for RZE Cable Ladders to fit 
Glamox or Ceag Light Fittings.

Øglænd System AS     E-mail: oglaend@oglaend-system.com     Phone: +47 51 78 81 00     www.oglaend-system.com

LOAD DATA

RZE-R 
Ladder

Rail Height 
(mm)

SWL 1.5 m
(kg/m)

SWL 2 m
(kg/m)

SWL 2.5 m
(kg/m)

Material 
thickness (mm)

SS 40 188 137.5* 87 3

HDG 40 184 102 56 4

AL 40 126 99 N/A 5

SWL = Safe Working Load. 
Loading data according to IEC61537. The length of the end span must be reduced to 3/4 of the support 
spacing and with no splices on the end span. *Derived from the interpolant between 1.5 m and 2.5 m.


